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POWER UNIT, CONTROLS, AND

ACCESSORIES PER QUOTATION.

RAISED HEIGHT:

MAX CAPACITY:

MODEL NO:

LOWERED HEIGHT:

(FITS 3 SIDES)

AND 4" HIGH KICKPLATE.

48" HIGH REMOVABLE 

48" HIGH PERMANENT HANDRAIL

HANDRAIL WITH MIDRAIL 

WITH MIDRAIL AND 10"

HIGH KICKPLATE.

72"  X 72" PLATFORM

WITH 4-WAY FLOOR PLATE.

(FITS 3 SIDES)

BRIDGE.

STEEL HINGED 

(FITS 3 SIDES)

APPROACH RAMP.

("T" HANDLE NOT SHOWN).

TANG FOR DOLLY "T" HANDLE.

TORQUE TUBE STIFFENER.

LEG SET INCORPORATES

STRUCTURAL "X" BRACING.

MEETS OR EXCEEDS ANSI MH29.1 STANDARD FOR INDUSTRIAL SCISSORS LIFTS.

LIFT TO BE PAINTED AQ STANDARD ENAMEL.

ALL AXLES, ROLLERS AND PIVOT POINTS ARE EQUIPPED WITH LIFE-TIME

LUBRICATED BEARINGS.

(2) VERTICAL CYLINDERS

2.

3.

1.

WITH VELOCITY FUSES.

CORD AND REMOVABLE 20'-0"

PUSHBUTTON WITH 10'-0" STRAIGHT

WITH NEMA 4 PENDANT "UP-DOWN"

SELF-CONTAINED POWER UNIT

POWER CORD.

TRAVEL:

MOVING EMPTY LIFT.

MAINTENANCE DEVICE

PORTABILITY WHEEL FOR

MANUALLY OPERATED

55 3/8"

50"

5 3/8"

   X        

    X         HINGED

 

18“ 60“ 

30“ 60“ 

SC4660 

CMD-30 

3,000 lbs. 

(NOT TO SCALE) 


