
Model Length Platform 
Width

Lifting 
Height Weight Weight 

Capacity

BW-1000A
Platform: 78.75”
Overall: 102.75” 24” 7” - 33” 270 lbs 1000 lbs

Model Type Base Dimensions Lifting Height Weight Weight 
Capacity

BW-0101 Hydraulic 33” x 16” 5.125”- 17” 81 lbs 1500 lbs

Model Type Base
Dimensions Lifting Height Weight Weight 

Capacity

BW-JACK Hydraulic 31.5” L x 14.5” W 
x 4.5” H 4.625” - 14” 62 lbs 1500 lbs

Model Length Platform 
Width Lifting Height Weight Weight 

Capacity

BW-680A
Platform: 87”
Overall: 111” 26.75” 6.5” - 30.75” 312 lbs 1000 lbs

Model Platform 
Dimensions Lifting Height Weight Weight 

Capacity

MC-JACK
6” W x 

17.75” L
3.75” - 16.25”

Additional 2”  - 3.5” height with adapters 28 lbs 1100 lbs

Model Lifting Mechanism Outside 
Dimensions

Lifting 
Height Weight Weight 

Capacity

BW-0102 Hydraulic/Air 38” x 17” 4.875” - 
16.75” 83 lbs 1500 lbs
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Motorcycle Products : Lifts & Jacks

FEATURES:
 » Black gloss powder coat finish
 » Removable rubber padded adapters add an additional 2” - 3.5” height
 » Includes a removable 6” long handle for crank-style operation
 » Safely lifts the front or rear (not designed to lift entire motorcycle)
 » Base feet secure the jack to a workshop floor or lift table

The MC-JACK lifts the front or rear of a motorcycle from 3-3/4” to 16-1/4” 
off the ground or on a motorcycle table lift. Easily 
operated by fitting the MC-JACK under the 
motorcycle frame and turning the hex nut 
using the crank handle. Includes two rein-
forced steel feet for bolting to a workshop 
floor or lift table, two rubber padded 2” lift 
adapters, and a 6” crank handle. 

Black Widow Motorcycle Screw Jack

FEATURES:
 » Operates by either compressed air or hydraulic foot pedal
 » Front tire clamp locks in front tire. Includes 2 tie down loops
 » Includes 24” rear loading ramp
 » 11.5” x 29.5” drop panel allows access to rear tire
 » 4 attached casters allow for movement on a shop floor
 » 11 gauge steel construction
 » Diamond plate traction surface and gloss black powder coating
 » Locking pin ensures safety when in the up position

This motorcycle lift can be operated with compressed air or by using the 
included hydraulic cylinder via a foot pedal. 
No air available, no problem! Quickly lifts a 
motorcycle up to 1000 lbs for service, repair, 
cleaning, storage, or display. This lift has 
a diamond plated traction surface that 
raises up to a maximum of 30.75” high. A 
perfect fit for your customers who may not 
always have access to an air compressor.

Black Widow Hydraulic Lift Table

FEATURES:
 » Hydraulic rubber-padded foot pedal operation
 » Integrated tie-down points to secure a motorcycle or ATV
 » Triple position safety mechanism locks the jack in place
 » Durable steel construction with black powder coat finish
 » Protective lift saddle non-slip rubber padding
 » 2 heavy duty swivel and 2 fixed caster wheels
 » 27” L removable jack handle

The BW Motorcycle Jack lifts a motorcycle or ATV weighing up to 1500 lbs 
from 4-5/8” to 14” using a hydraulic foot pedal, and locks it in place with a 

triple position safety lock. The bike can then be 
tied down to the integrated tie-down points 
for further stabilization. The lifting saddle and 
hydraulic pedal have a rubber padding to 
protect both the motorcycle or ATV and the 
jack operator. 

Black Widow Motorcycle Jack

FEATURES:
 » Pneumatic foot pedal operation
 » 11 gauge steel construction and locks in 5 height 
positions

 » Diamond plate tractions surface and gloss black powder coat
 » Oversize front tire clamp, 24” loading ramp and 21.75” x 11.5” rear drop panel
 » Includes wheeled dolly to quickly move the lift on a shop floor
 » Optional 10” side sections available to extend platform width to 44” for ATVs

This pneumatically operated motorcycle lifting system allows quick lifting 
of a motorcycle up to 1000 lbs for service, repair, cleaning, storage, or 
display. The Black Widow Lift has a diamond 
plated traction surface that raises up to a 
maximum of 33” H. It operates between 
90-100 psi via a foot petal control 
and locks in multiple positions. 
This lift is a must have tool for any 
service shop or serious motorcycle 
enthusiast. 

Black Widow Motorcycle Lift

Hydraulic Motorcycle Jack

The Black Widow hydraulic motorcycle and ATV jack is an econom-
ical service jack with high end features. Simple foot pedal 
hydraulic operation allows quick lifting anywhere. Lifts a 
motorcycle or ATV up to 1500 lbs for service, repair, 
cleaning, storage, or display.

FEATURES:
 » Operates on hydraulics
 » 3 position safety lock and removable handle
 » Rubber padded foot pedal
 » 4 wheels, rear ball bearing swivel wheels
 » Black powder coated finish

FEATURES:
 » Operates by hydraulics or air
 » 3 position safety lock arms
 » Rubber padded foot pedal and removable handle
 » 4 wheels, rear ball bearing lockable swivel wheels
 » Black powder coated finish

The Black Widow Air and Hydraulic combination motorcycle and ATV jack 
can operate on compressed air or with the included hydraulic cylinder 
via a foot pedal. No air available, no problem! Quickly lifts a motor-
cycle or ATV up to 1500 lbs for service, repair, cleaning, or storage.

Air/Hydraulic Motorcycle Jack


