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A company dedicated to solving ergonomic and material
handling problems since 1955. .

Ergonomic Solutions

WARNINGS & SAFETY INSTRUCTIONS

Read owner's manual completely before operating unit!

* Not a personnel lift.

« Never go under forks if there is weight on unit.

* Remove weight & disconnect power before working on unit.

» Use only maintenance parts supplied or approved by the
manufacturer.

* Do not change pressure relief valve setting.

« Do not clamp hydraulic cylinder in a vise as you may
distort the barrel.

» Never operate the lift unless you are watching it.

Do not go near leaks - High pressure oil easily punctures

skin causing serious injury, gangrene, or death.

Load tight agianst the bulkhead within the rated capcity.

Transport loads in the lowered position only.

Don't continue to operate the UP control if unitis notraising.

Relieve system pressure by operating the DOWN control

after the unit has come to rest.

» Consult factory before adding or performing any
modification to the original equipment.

¢ Do not use brake fluids or jack oils. Use AW-32 Hydraulic
oil or equal.

RECEIVING INSTRUCTIONS

Every unitis thoroughly tested and inspected prior to
shipment. However, it is possible that the unit may incur
damage during transit. If you see damage when unloading
make a note of it on the SHIPPER RECEIVER.

Remove all packing and strapping material, inspect
for damage. |IF DAMAGE IS EVIDENT, FILE ACLAIM WITH
THE CARRIER IMMEDIATLY! Also, check the unit size, type
of power unit, etc., to ensure the unitis correct for the intended
application.

OWNER'S
MANUAL

MECHANICAL POST TABLE « MODEL MT

WARRANTY

This product is warranted for 1 YEAR from date
of purchase to be free of manufacturing defects in mate-
rial and workmanship. The manufacturer's obligation
hereunder is limited to repairing such products during the
warranty period, provided the product is sent prepaid
back to the factory. , .

This warranty does not cover normal wear of
parts or damage resulting from any of the following:
negligent use or misuse of the product, use or application
contrary to installation instructions, or disassembly, re-
pair or alteration by any person priorto authorization from
a factory representative.

roZr»oTwmm

MECHANICAL POST TABLE
MODEL MT
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- INSTALLATION INSTRUCTIONS

INSTALLING CASTERS (fig. 1)

1.) Two 5" dai. swivel casters are installed on one end of
base frame (handle end of platform) and 5" dia. rigid
casters are installed on other end.

2.) Place the caster base plate into the caster pad bracket
(located on the bottom of frame).

3.) Insert 3/8" x 16 UNC x 5" long carriage bolt through
the square hole in the caster pad to hold the caster in

lace.

4) glace 3/8"-16 UNC lock nut on each bold and tighten
securely. :

& NUT

BOLT @
>/ ) CASTER PAD

BRACKET
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Figure 1

INSTALLING FLOOR LOCK - (fig. 2)

1.) Align mounting plate of floor lock with redrilled holes on
bottom of frame.

2.) Install fioor lock with foot pedal bracket facing out.

3.) Insert four 3/8"-16 x 1" long hex head cap screws

through top of frame.
4.) Place four 3/8" - 16 lock nuts on each bolt and tighten
securely.

F ig:ure 2

OPERATING INSTRUCTIONS

MANUAL HAND CRANK

Attach hand crank. Turn clockwise to raise unit and counter
clockwise to lower unit. .

DC POWERED .
Position of the deck is controlled by the hand-held pendent

control. The arrows display direction of travel of deck.

In order to operate the unit, pressure must be maintained in

the UP or DOWN position to rais of lower deck. On releaseing

either button, deck will remain that particular position until the

button is depressed again.

RESPONSIBILITIES OF OWNERS/USERS

It is the responsibility of the owner/user for the following:

1.) The lift must be inspected and maintained in accordance
with the guidelines in this manual.

2.) Any lift not in safe operating condition must be removed
fromservice untilitis returnedto proper operating condition.

Unsafe condition may include, butis not limitedto the following:
excessive hydraulic or air leakage, missing rollers, pins, or
fasteners, any cracked or deformed structural members, cut
or frayed hydraulic, electric or air lines, and damaged controls
or safety devices.

All repairs and maintenance must be performed by qualified
personnel.

3.) Lift may only be used be used by authorized personnel.
All lift operators must have read and understood all
operating procedures and safety guidelines in this Owner's
Manual.

4.) Lift must never be overloaded.

5.) Operator mustensure that all safety features of the liftare
functioning properly before each use.

6.) Anymodifications to the lift must be approved in writing by
the manufacturer.

ORDERING REPLACEMENT OREXTRA PARTS

Our company takes pride in using the finest available
parts for our equipment. We are not responsible forequipment
failure resulting from the use of unapproved replacement
parts. To order replacement or extra parts for your equipment
contact Customer Service at the factory. In any
correspondence with the factory please include the Serial
Number which is inscribed on the nameplate of the piece of
equipment. Use only the part numbers provided in this
Owner's Manual. When ordering parts for AC power units
please indicate the motor phase and voltage thatthe equipment
is operating on.




PARTS IDENTIFICATION
MECHANICAL POST TABLE « MODEL MT

Iwn—roz2m

KIT NO. ITEMNO. DESCRIPTION _ ENGINEER NO. PART NO. QTy.
A 1 Carriage Bolt, 3-1/8"-16 x 5” a’k a/k 5
2 5” x 2” Poly Rigid Caster 16-132-022 MT-5X2PRC 2
3 5” x 2" Poly Swivel Caster 16-132-053 MT-5X2PSC 2
4 Crank Handle 16-025-024 MT-CH1 1
A 5 Nylock Hex Nut, 3/8"-16 a/k ak 5
6 Floor Lock ' 16-132-080 MT-FL 1
7 Hardware Kit (includes 1 & 5) 21-154-004 MT-KITA 1
a/k Available only with purchase of kit




PARTS IDENTIFICATION
MECHANICAL POST TABLE DC POWER * MODEL MT-DC




PARTS IDENTIFICATION
MECHANICAL POST TABLE DC POWER ¢ MODEL MT-DC

ITEM NO. DESCRIPTION ENGINEER NO. PART NO. QTY.
1 1/4 - 20 UNC Hex Nut 36102 MTDC-HXNT 1
2 Bearing, Roller (SWA-48 PMO) 20-1 10-008 MTDC-BRLR 2
3 Travel Bar Locator Weldment 21-516-004 MTDC-TBLW 1
4 5/16 - 18 UNC Lock Nut 37021 MTDC-LN516 2
5 Elevator Bolt 1/4 x 20 x 1-3/4 Ig. 22805 (Fastenal) MTDC-EVBLT 1
6 HHCS 1/4-20 UNC x 2-1/2 Ig. 11013 MTDC-11013 1
7 Roller Arm Limit Switch 01-022-001 MTDC-RALS 2
8 Guest Battery Charger 21-034-001 MTDC-GBC 1
9 6 x 8 Control Box 01-029-007 MTDC-CB68 1
10 1/4 -20UNC x 1 1g. 11005 MTDC-11005 4
11 1/4 - 20 UNC Hex Nut 36102 MTDC-HXNT 4
12 Bushing Sleeve 3/4 x 3/4 Ig. 01-111-009 MTDC-BS34 2
13 Bushing Sleeve 3/4 x 1/2 1g. 01-111-008 MTDC-BS12 1
14 1/4 - 20 UNC x 1 Ig. 11005 MTDC-11005 2
15 1/4 - 20 UNC Hex Nut 36102 MTDC-HXNT 2
16 Safety Shroud, Chain Cover 21-024-020 MTDC-SSCC 1
17 Reducer, Hub city (SWA-48) 20-141-002 MTDC-HCR 1
18 DC Motor (1 hp) (PEL-400) 21-641-001 MTDC-DCMTR 1
19 Brkt. Weldment, Tension Adj. 21-516-005 MTDC-TAWB 1
20 1/2 x 13 UNC Hex Nut 36109 MTDC-36109 4
21 Brkt. Motor Base _ 21-016-064 MTDC-MTRBS 1
22 Chain RC-41 (MT-2436) 21-042-001 MTDC-CHAIN 1
23 ShaftGear 21-026-005 MTDC-SFTGR- 1
24 Battery (w/case) (PEL-400) 21-139-002 MTDC-BAT 2
25 Rigid Caster 5" x 2" 16-132-022 MTDC-5X2PRC 2
26 Swivel Caster 5" x 2" 16-132-021 MTDC-5X2PSC 2
27 Floor Lock 16-132-080 MTDC-FL 1




Battery Charger Operating Instructions

Bench Top Style Battery Charger
(for DC models equipped with our Bench Top Charger)

WARNING!

Working with or near lead acid batteries is dangerous.
Batteries contain sulfuric acid and produce explosive gases.
A battery explosion could result in loss of eyesight or serious
burns.

Do not smoke or allow a spark or flame near batteries.
Charge batteries in locations which are ciean, dry, and well
ventilated. Do not lay tools or anything metallic on top of any
battery. All repairs to a battery must be made by experienced
and qualified personnel.

When working with batteries, remove personal items
such as rings, bracelets, necklaces, and watches. A battery
can produce enough voltage to weld jewelry to metal causing
a severe burn.

_Always have plenty of fresh water and soap nearby in
case battery acid contacts skin, clothing, or eyes.

Operating the battery with a low battery voltage can
cause premature motor contact failure.

OPERATING INSTRUCTIONS

Even if you did not purchase an optional battery charger,
your new Mechanical Post Table has been fitted with a
matching plug which will connect directly to the Bench Top
Charger we offer. Contact your distributor if you wish to
purchase a battery charger.

DO'S AND DON'TS

DO NOT leave charger connected for an indefinite length
of time.

DO NOT smoke, strike a match or cause a spark in the
vicinity of battery during charging.

DO make sure all battery connections are tight and clean.
DO NOT expose to rain or adverse conditions.

DO replace defective cords and wires immediately.

DO locate charger at least 24" above floor while charging.
DO NOT overcharge battery (manual position only)

Board Style Battery Charger
(for DC models equipped with our On Board Charger)

WARNING!
Same as Bench Top Style Charger.

Our On Board charger is equipped with an external
ground wire (small green). During installation the charger
must be grounded to the equipment which it is connected to.
Be sure this wire is always connected to the chassis, frame,
or other metallic surface considered to be ground.

OPERATING INSTRUCTIONS

1.) Plug charger into a receptacle known to have approx.
115V and 60 Hz. If an extension cord mustbe used, keep
it short and as large as possible. A small cord will
decrease the output of the charger due to the voltage
drop in the line. This will increase the charging time.

2.) When properly connected, the charge LED will indicate
the status of charge current flowing to the battery.

3.) With only the red LED lit, the charger is providing full
output to the battery. With both the red and green LED's
lit the charger is "topping off" the battery.
When only the green LED is on, the unit is providing a
“float" or maintenance, charge.

4.) Remember to unplug the charger before moving
equipment. Failure to do so could cause damage to
cords, receptacles and other equipment.

ADDITIONAL INFORMATION

The On Board charger is current limited and will not
exceed its rated output, even if loads are placed on the
battery while the battery is charging.

The On Board chargers fuse will blow if the charger is
connected in reverse polarity.

TROUBLESHOOTING

1) Make sure battery connections are electrically and
mechanically sound.

2) Check AC source for power.

3) Check fuse. Replace only with a fuse having the
same rating as originally supplied.

4.) Check battery condition. A highly sulfated battery may
take some time before current begins to flow through it.

DO'S AND DON'TS

DO NOT leave charger connected for an indefinite length
of time.

DO NOT smoke, strike a match or cause a spark in the
vicinity of battery during charging.

DO make sure all battery connections are tight and clean.
DO NOT expose to rain or adverse conditions.
DO replace defective cords and wires immediately.




MATERIAL SAFETY DATA SHEET

DR. LUBRICANTS, INC.

24 HOUR EMERGENCY ASSISTANCE GENERAL MSDS ASSISTANCE
(219) 485-0118 : (219) 484-0301

CODE: 0

HAZARD RATING> LEAST-0 SLIGHT-1 MODERATE-2 HIGH-3 EXTREME-4

DR. LUBRICANTS, INC. DATE: 03/15/96
4611 NEWAYGO ROAD, SUITE D _
FORT WAYNE, IN 46808 TELEPHONE NUMBER (219) 484-0301

SECTION | - PRODUCTION IDENTIFICATION |

PRopbucT: HO 150

SECTION Il - COMPOSITION AND HAZARDOUS INFORMATION*
OCCUPATIONAL

WEIGHT PERCENT EXPOSURE LIMITS
CHEMICAL NAME CAS NUMBER IS LESS THAN (TLV-TWA) (TLV-STEL)
PETROLEUM _
HYDROCARBON 64742-54-7 98.0 5MG/M3 ' 10MG/M3
IN AIR IN AIR

* ITEMS NOT SHOWN ARE NOT LISTED IN THE OSHA - T.S.C.A HAZARDOUS CHEMICALS LISTING.

SECTION Ill - PHYSICAL DATA

BOILING RANGE .........cccceeveveinne NA  VAPOR ..,
ODOR ..., PETROLEUM ODOR EVAPORATION RATE ......cccconurnee

APPEARANCE ......ccoviirierceee AMBER LIQUID SOLUBILITY ...cccovrrnnen.
VOLATILE BY WEIGHT .................. <0.1% PRODUCT DENSITY
VOLATILE BY VOLUME ................. <0.1%
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLAMMABILITY CLASSIFICATION FLASH POINT >360F LEL: NA -
(CLEVELAND OPEN CUP) UEL: NA

DOT - NOT REGULATED
EXTINGUISHING MEDIA: CARBON DIOXIDE, DRY CHEMICAL, FOAM

UNUSUAL FIRE AND EXPLOSION HAZARDS: DO NOT DIRECT A SOLID STEAM OF WATER ONTO BURNING PRODUCT. THIS
MAY CAUSE SPREADING AND INCREASE FIRES INTENSITY. COMBUSTION MAY PRODUCE: OXIDES OF CARBON, AND
INCOMPLETELY BURNED HYDROCARBONS IN THE FORM OF FUMES AND SMOKE.

SPECIAL FIREFIGHTING PROCEDURES: WEARING A SELF-CONTAINED BREATHING APPARATUS WITH FULL FACEPIECE
OPERATED IN HE POSITIVE PRESSURE DEMAND MODE WHEN FIGHTING FIRES.

SECTIONV - HEALTH HAZARD DATA

EFFECTS OF OVER EXPOSURE: MAY CAUSE MILD EYE IRRITATION AND REDNESS. PROLONGED OR REPEATED EXPOSURE
TOTHE SKIN MAY RESULT IN LOSS OF NATURAL OILS ACCOMPANIED BY DRYNESS, CRACKING AND DERMATITIS. INGESTION
MAY RESULT IN NAUSEA, DIARRHEA AND GASTROINTESTINAL IRRITATION, OVEREXPOSURE TO MIST MAY CAUSE UPPER
RESPIRATORY TRACT IRRITATION AND DIFFICULTY BREATHING.

MEDICAL CONDITIONS PRONE TO AGGRAVATION BY EXPOSURE: NON KNOWN.

.

PRIMARY ROUTE(S) OF ENTRY: DERMAL INHALATION INGESTION.

EMERGENCY AND FIRST AID PROCEDURES: IN CASE OF EYE CONTACT IMMEDIATELY FLUSH EYES WITH CLEAN WATER
FOR AT LEASE 15 MINUTES. IF EYE IRRITATION PERSISTS, CONTACT A PHYSICIAN. IN CASE OF PROLONGED SKIN CONTACT,
REMOVE ANY CONTAMINATED CLOTHING AND RINSE KIN THOROUGHLY WITH WATER FOR AT LEASE 15 MINUTES. IF SKIN
IRRITATION PERSISTS, CONTACT A PHYSICIAN. IN CASE OF OVEREXPOSURE TO MIST, REMOVE VICTIM TO FRESH AIR: IF
BREATHING IS DIFFICULT ADMINISTER OXYGEN: AND CONTACT A PHYSICIAN IMMEDIATELY, IF PRODUCT IS INGESTED DO
NOT INDUCE VOMITING: GIVE TWO GLASSES OF WATER AND CONTACT A PHYSICIAN.

O




SECTION VI - REACTIVITY DATA

STABILITY: THIS PRODUCT IS STABLE UNDER NORMAL STORAGE CONDITIONS. HAZARDOUS POLYMERIZATION: WILL NOT
OCCUR UNDER NORMAL CONDITIONS. HAZARDOUS DECOMPOSITION PRODUCTS: THERMAL DECOMPOSITION MAY RESULT
IN THE FORMATION OF: OXIDES OF CARBON, AND INCOMPLETELY BURNED HYDROCARBONS IN THE FORM OF FUMES
AND SMOKE.

CONDITIONS TO AVOID: AVOID CONTACT WITH STRONG OXIDIZING AND REDUCING AGENTS AND STRONG ALKLI.
INCOMPATIBILITY: AVOID CONTACT WITH STRONG OXIDIZING AND REDUCING AGENTS AND STRONG ALKLI.

SECTIGN VIl - SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED FOR SMALL SPILLS: SOAK UP SPILL WITH ABSORBENT
MATERIAL. FOR LARGE SPILLS: DIKE SPILL AND PUMP INTO DRUMS FOR PROPER DISPOSAL.
WASTE DISPOSAL METHOD: DISPOSE OF IN A ACCORDANCE WITH ALL LOCAL STATE AND FEDERAL REGULATIONS.

SECTION VIIl - SAFE HANDLING AND USE INFORMATION
RESPIRATORY PROTECTION: NORMALLY NOT REQUIRED, HOWEVER, WHEN THE TLV IS EXCEEDED WEAR THE
APPROPRIATE MSHA/NIOSH APPROVED RESPIRATOR.
VENTILATION: PROVIDE ADEQUATE VENTILATION (SUCH AS MECHANICAL OR LOCAL) TO ASSURE TLV IS NOT EXCEEDED.

PROTECTIVE GLOVES: NORMAL NOT REQUIRED, HOWEVER, IF HANDS ARE FREQUENTLY IN FLUID WEAR OIL AND CHEMICAL
IMPERVIOUS GLOVES.

EYE PROTECTION: SAFETY GLASSES REQUIRED FOR NORMAL USAGE, WEAR CHEMICAL GOGGLES WHEN EXCESSIVE
SPLASHING MAY OCCUR.

OTHER PROTECTIVE EQUIPMENT: NORMALLY NOT REQUIRED, HOWEVER, WHEN REPEATED CONTACT OCCURS WEAR
IMPERVIOUS CLOTHING AND BOOTS.

HYGIENIC PRACTICES: FOLLOW STANDARD INDUSTRIAL HYGIENE PRACTICES. LAUNDER ANY CONTAMINATED CLOTHING
BEFORE REUSE.

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: DO NOT STORE IN THE PRESENCE OF HEAT, SPARKS, FLAME
OR ANY OTHER SOURCES OF IGNITION.

STORE AWAY FROM STRONG OXIDIZING AGENTS. EMPTY DRUMS MAY CONTAIN PRODUCT RESIDUES. ALL SAFETY
PRECAUTIONS TAKEN WHEN HANDLING THIS PRODUCT SHOULD BE TAKEN WHEN HANDLING EMPTY DRUMS-AND
CONTAINERS.

OTHER PRECAUTIONS: NONE

SECTION X - HMIS/NFPA RATINGS

HMIS: HEALTH: 0 FLAMMABILITY: 1 REACTIVITY: 0 . PERSONAL PROTECTION: B
NFPA: HEALTH: O FLAMMABILITY: 1 REACTIVITY: 0 SPECIFIC HAZARD: B

SECTION XI - OTHER REGULATORY INFORMATION

DOT HAZARDOUS NATURAL DESCRIPTION: NONE

THE INFORMATION CONTAINED HEREIN IS, TO THE BEST OF OUR KNOWLEDGE AND BELIEF, ACCURATE. HOWEVER, SINCE
THE CONDITIONS OF HANDLING AND USE ARE BEYOND OUR CONTROL, WE MAKE NO GUARANTEE OF RESULTS, AND
ASSUME NO LIABILITY FOR DAMAGES INCURRED BY USE OF THIS MATERIAL. IT IS THE RESPONSIBILITY OF THE USER TO
COMPLY WITH ALL APPLICABLE FEDERAL, STATE AND LOCAL LAWS AND REGULATIONS.

TYPICAL PROPERTIES

TEST METHOD
APl GRAVITY @ 60F D-287
VISCOSITY SUS @ 100F: SEC D-2161
VISCOSITY ¢St @ 100F: SEC D-445
VISCOSITY INDEX D-2270
COLOR D-1500
GRADE GRADE

150 200 300 500
API GRAVITY @ 60F 30-33 28-31.5 API GRAVITY @ 60F 29-31 28-30
VISCOSITY SUS @ 100F: SEC 149-182  214-262 VISCOSITY SUS @ 100F: SEC 317-389  468-575
VISCOSITY cSt @ 100F: SEC 28.8-35.2 41.4-50.6 VISCOSITY ¢St @ 100F: SEC 61.2-748 90-110
VISCOSITY INDEX (MIN) 95MIN 95 MIN VISCOSITY INDEX (MIN) "95MIN 95 MIN
COLOR (MAX) 2 3 COLOR (MAX) 3 3
FLASH POINT F (MIN) 380+ 410 FLASH POINT F (MIN) 420+ 440+
POUR POINT C (MAX) (F) 20 (0) -20 (0) POUR POINT C (MAX) (F) 20 (0)  -10 (15)
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U.S. DEPARTMENT OF LABOR
Occupational Health and Safety Administation

MATERIAL SAFETY DATA SHEET

Required under USDL Safety and Health Regulations for Ship Repairing, Ship-
building, and Shipbreaking (29 CFR 1915, 1916, 1917)

, SECTION | §
MANUFACTURER'S NAME EMERGENCY TELEPHONE NUMBER
CROWN BATTERY MANUFACTURING COMPANY (800) 645-8265 OR (800) OIL-TANK
ADDRESS - TELEPHONE NUMBER (FOR INFORMATION)
1445 MAJESTIC DRIVE, P.O. BOX 990, FREMONT OHIO 43420 (419) 334-7181
CHEMICAL NAME AND SYNONYM TRADE NAME AND SYNONYMS
BATTERIES, WET, FILLED WITH ACID N/D

SECTION Il - MATERIAL IDENTIFICATION AND INFORMATION

COMPONENTS - Chemical Name and Common Names : _ OSHA OSHA ‘OTHER LIMITS
(Hazardous Components 1% or greater; Carcinogens 0.1% or greater) % PEL PEL RECOMMENDED
LEAD/LEAD OXIDE/LEAD SULFATE CAS# 7439-92-1 60% 0.05 mg/m® | 0.05mg/m’ N/A
ANTIMONY CAS# 7440-36-0 1-5% | 0.05mg/m® | 0.05mg/me N/A
ARSENIC CAS# 7440-38-2 <1% | 050 mg/m® | 0.50 mg/m® : N/A
SULFURIC ACID CAS# 7664-93-9** 312% | 1.00 mg/m*® | 1.00 mg/m?® N/A
OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES

**Note: ELECTROLYTE (water plus 25-40% sulfu‘ric acid by weight) CONSTITUTES 3-12% OF
TOTAL BATTERY WEIGHT :

SECTION Il - PHYSICAL/CHEMICAL CHARACTERISTICS

BOILING POINT (°F) 203° SPECIFIC GRAVITY (H,0 = 1) 1.245-1.295 BATTERY ELECTROLYTE
VAPOR PRESSURE (mm Hg) 14@37% @80°F |MELTING POINT -35°F TO +10.6° F

VAPOR DENSITY (AIR = 1) >1 ‘ WATER REACTIVE ' YES, PRODUCES HEAT

SOLUBILITY IN WATER 100%

appeaRaNcE ANDODOR - CLEAR LIQUID WITH SHARP PUNGENT ODOR

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Method used) FLAMMABLE LIMITS IN AIR % BY VOLUME [AUTO IGNITION TEMPERATURE | Lel/Uel

NOT COMBUSTIBLE" N/D N/D NOT COMBUSTIBLE

EXTINGUISHING MEDIA i
For fires in area, Dry chemical, water fog, water, carbon dioxide

SPECIAL_FIHEFIQHTWG PROCEDURES =~ . | .
Sulfuric acid fume, sulfur dioxide gas or carbon monoxide may be released when acid decoposes: Wear NIOSH

approved self-contained breathing apparatus.

UNUSUAL FIRE AND EXPLOSION I-!AZARQS i .
‘Water applied to sulfuric acid generates heat and causes acid to spatter: wear full-cover sulfuric acid resistant clothing.

Sulfuric acid reacts violently with metals, nitrates, chiorates, carbides, fulminaies, picrates and other organic materials.
Reacts with most metals to yield explosive/flammable hydrogen gas: this reaction is intensified when sulfuric acid is

diluted with water, to form battery electrolyte.

PB-470

©




SECTION V - HEALTH HAZARD DATA
PRIMARY ROUTES OF ENTRY
INHALATION: YES  SKIN:YES INGESTION:YES

HEALTH HAZARDS

ACUTE: EYES, SKIN, RESPIRATORY SYSTEM AND DIGESTIVE SYSTEM

CHRONIC: EYES, SKIN, RESPIRATORY SYSTEM AND DIGESTIVE SYSTEM

SIGNS AND SYMTOMS OF EXPOSURE

IRRITATION OF EXPOSED AREA, BURNS, AND RESPIRATORY PROBLEMS. NO POSSIBILITY OF OVER EXPO-

SURE OF LEAD WILL OCCUR UNLESS BATTERY IS DESTROYED.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE

EXPOSURE TO MIST MAY CAUSE LUNG DAMAGE AND AGGRAVATE PULMONARY CONDITON

EMERGENCY AND FIRST AID PROCEDURES

SEEK MEDICAL ASSISTANCE FOR FURTHUR TREATMENT, OBSERVATION AND SUPPORT IF NECESSARY

EYE CONTACT - WASH WITH COPIOUS QUANTITIES OF COOL WATER FOR AT LEAST 15 MINUTES.

SKIN CONTACT - FLUSH AREA WITH L ARGE AMOUNTS OF COOL WATER FOR AT LEAST 15 MINUTES.

INHALATION - REMOVE TO FRESH AIR, IF BREATHING IS DIFFICULT - GIVE OXYGEN

INGESTION - GIVE MILK TO DRINK, DO NOT INDUCE VOMITING, CALL PHYSICIAN

SECTION VI - REACTIVITY DATA

STABILITY CONDITIONS TO AVOID
STABLE X N /D

UNSTABLE

INCOMPATIBILITY (Materials to avoid)

AVOID COMBUSTIBLES, ORGANIC MATERIALS, AND STRONG REDUCING AGENTS

HAZARDOUS DECOMPOSITION PRODUCTS

SULFUR TRIOXIDE, CARBON MONOXIDE, SULFURIC ACID FUMES, AND SULFUR DIOXIDE

HAZARDOUS CONDITIONS TO AVOID
POLYMERIZATION MAY OCCUR X N/D

WILL NOT OCCUR

SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

CONTAIN SPILL USING NON-COMBUSTIBLE MATERIALS; VERMICULITE, DRY SAND, AND EARTH.

NEUTRALIZE WITH LIME, SODA ASH, SODIUM BICARBONATE, ETC.

WASTE DISPOSAL METHOD

CONSULT STATE ENVIRONMENTAL AGENCY INDIVIDUAL STATE REGULATIONS VARY.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAG!

SEPARATE FROM INCOMPATIBLE MATERIALS KEEP AWAY FROM FIRE, SPARKS AND HEAT

OTHER PRECAUTIONS AND/OR SPECIAL HAZARDS

CONTACT WITH METALS MAY PRODUCE TOXIC SULFUR DIOXIDE FUMES AND MAY ALSO RELEASE FLAM-

MABLE HYDROGEN GAS. THIS REACTION IS INTENSIFIED WHEN DILUTED.

NFPA RATING: HEALTH: 3 FLAMMABILITY: 0 REACTIVITY: 2 SPECIAL: 0
HMIS RATING: HEALTH: 3  FLAMMABILITY: 0 REACTIVITY: 2 PERSONAL PROTECTION: X

SECTION VIl - CONTROL AND PROTECTIVE MEASURES

RESPIRATORY PROTECTION (Specily type)

ABOVE P.E.L.: NIOSH APPROVED, FITTED, FULL FACE RESPIRATOR

VENTILATION LOCAL EXHAUST SPECIAL »
VENTILLATED AREA PREFERRED MUST BE ACID AND EXPLOSIVE RESISTANT
MECHANICAL (General) OTHER
IF BELOW PE.L. MUST BE ACID AND EXPLOSIVE RESISTANT
PROTECTIVE GLOVES EYE PROTECTION
ACID RESISTANT FULL FACE PROTECTION

OTHER PROTECTIVE EQUIPMENT

ACID RESISTANT CLOTHING AND BOOTS

@
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Una compariia dedicada a resolver problemas ergonomicos
Y de manejo del material desde 1955.

Soluciones Ergonémicas

MANUAL DEL
PROPIETARIO

MESA DE POSTE MECANICA « MODELO MT

ADVERTENCIAS E INSTRUCCIONES DE
SEGURIDAD

Lea el manual del propietario completamente antes de usar la unidad!

* No es un ascensor de personal.

* Nunca vaya debajo de las horquillas si la unidad tiene peso.

'» Quite el peso y desconecte la electricidad antes de trabajar
en la unidad.

* Use solo partes de mantenimiento suministradas y
aprobadas por el fabricante.

* No cambie la vélvula de relieve de presién.

* Noagarre el cilindro hidraulico y a que podria romper el barril.

* Nunca opere el ascensor a no ser que Io este vigilando.

* Nose hacerque sihay goteras-el aceite de alta presiénpica
la piel con facilidad cuasando dafios serios, gangrenay
hasta muerte.

* Carge la carga segura contra la mampara dentro de la
capacidad indicada.

* Transporte la carga solo en la posicién baja.

* No continue apretando el control arriba (UP) sila unidad no
se est4 elevando.

* Alivie la presi6n del sistema apretando el control de bajada
(DOWN) después de que la unidad se haya parado.

* Consulte con el fabricante antes de afadiro hacercualquier
modificacién en el equipo originial.

* No use aceites de freno ni de gatos. Use solo aceite
hidraulica AW-32 o similar.

INSTRUCCIONES DE RECIBO

Cada unidad es inspeccionada a fondo y probada antes
del envio. Aln asi, es posible que la unidad se dafie durante el
envio. Si ve algun dafio durante la descarga anételo en el
‘RECIBO DE ENVIO.

Quite todo el material de empaquetado y las correas,
inspeccione por dafios. Si hay dafios evidentes, archive una
reclamacién con el transportista immediatamente.

GARANTIA LIMITADA

Este producto esta garantizado durante 365 DIAS
desde la fecha de compra de estar libre de defectos de
materialy manode obra. La obligacién del fabricante esta
limitada a reparar tales productos durante el periodo de
garantia, provisto que el producto se envie previo envio
flete pagado a la fabrica. . S

Esta garantia no cubre el gasto normal de partes
odafios que resulten de lo siguiente: uso negligente o mal
uso del producto, uso o aplicacién contraria a las
instrucciones de instalacion, o desensamble, reparaciones
o alteraciones por cualquier persona antes de la previa
autorizacién de un representante de Ia fabrica.

MESA DE POSTE MECANICA
MODELO MT

®



INSTRUCCIONES DE INSTALACION

INSTALACION DE LAS RUEDAS (fig. 1)

1.) Dos ruedas locas de 12.7 cm de diam. se tienen que instalar
en cada extremo de la base del bastidor (en el extremo
de la manivela de la plataforma) y dos ruedas rigidas de
12.7 cm de diam. se tienen que instalar en el otro extremo.

2.) Ponga el plato de la base de la rueda en Ia aimohadilla
de soporte. (Localizada debajo del bastidor).

3.) Inserte un tornillo largo de .95 cm-16 unc x 12.7 cma
través del agujero cuadrado en la almohadilla de ia rueda
para-aguantar la rueda en su lugar. i .

4.) Ponga una tuerca de cierre de 0.95 cm x 16 unc en cad
tornillo y apriete con seguridad.

& TUERCA

TORNILLO @A
>/ LMOHADILLA DE

SOPORTE DE LA
RUEDA

RUEDA

Figura 1

INSTALACION DEL FIJAMENTO AL PISO (fig. 2)

1.) Alinie el platc montante del fijamento del piso con las
perforaciones pretaladradas de debajo del bastidor.

2.) Instale el agarro del piso con el soporte del pedal hacia
fuera. .

3.) Inserte cuatro tornillos largos de hex de 0.95cm x 16 x

. 2.54 cm a través de la parte superior del bastidor.

~ 4.) Ponga cuatro tuercas de cierre de
' 0.95 cm x 16 en cada tornillo y apriete con seguridad.

INSTRUCCIONES DE OPERACION

MANIVELA MANUAL :

Agarre lamanivela manual. Gire hacia laderocha para elevar
la unidad y hacia la izquierda para descender la unidad.

ELECTRICO DC

La posicion de la plataforma es controlada por el control
manual. Las flechas indican la direccion de viaje de la
plataforma.

Para usar la unidad, se tiene que mantener presion en los
botones de arriba (UP) o abajo (DOWN) para elevar o
descender la plataforma. Cuando se suelte el botén, la
plataforma se mantendra en esa posicién particular hasta
que el botén se presione de nuevo.

Responsabilidades de los Propietarios/

Usuarious '

El propietario/usuario es responsable de lo siguiente:

1.) El elevador debe de ser inspeccionado y reparado de
acuerdo con las instrucciones de este manual.

2.) Cualquier elevador que no funcione con seguridad debe
de serremovido del servicio hasta que vuelvaa funcionar
correctamente.

Condiciones de seguridad pueden incluir, pero no se limitan
a lo siguiente: aire o goteras hidraulicas excesivas, ruedas,
pasadores, o cerrojos en falta, partes estructurales
deformadas o rotas, lineas hidraulicas, eléctricasodeaire .
rotas, y controles o partes de seguridad dafiadas.

Todas las reparaciones deben de ser hechas por -
personal calificado.

3.) Elelevadorsolo debe serusado porpersonal autorizado.
Todos los operarios del elevador deben de leery entender
todos los procedimientos y guias de seguridad en este
manual del propietario. )

4.) Nunca se debe sobrecargar el elevador.

5.) Eloperario se debe asegurar que todas las partes de
seguridad funcionan correctamente antes de cada uso.

6.) Cualquier modificacion del elevador debe de ser
aprobada por escrito por el fabricante.

PEDIDO DE PARTES EXTRA O DE
REEMPLAZO

Nuestra compaiiia esta orgullosa de utilizar en nuestro
equipo las partes disponibles mas buenas. No-nos hacemos
responsables si el equipo no funciona correctamente si se
han usado partes de reemplazo sin aprobar. Para pedir
partes extras o de reemplazo para su equipo contacte el
Servicio del Cliente de lafabrica. Entoda la correspondencia -
con la fabrica porfavor incluya el Ntiimero de Serie que esta
inscrito en la placa del equipo. Solo use los numeros de
partes provistos en este Manual del Propietario. Cuandopida
partes para las unidades eléctricas AC porfavor indique la
fase y el voltaje del motor que el equipo utiliza.

®



IDENTIFICACION DE PARTES
MESA DE POSTE MECANICA « MODELO MT

O PAR DA ) RIP O O RO 0. PAR )
A 1 Pija, 7.9 cm-16 x 12.7 cm a’k a/k 5
2 12.7 cm x 5 cm Rueda Rigida 16-132-022 MT-5X2PRC 2
3 12.7 cm x 5 cm Rueda Loca 16-132-053 MT-5X2PSC 2
4 Manivela 16-025-024 MT-CH1 1
A 5 Tuerca de Hex, 0.95 cm-16 a/k a/k 5
6 Freno del Piso 16-132-080 MT-FL 1

7 Juego de Ferreteria (incluye 1 &5)  21-154-004 MT-KITA 1.

a’k

Disponible solo con la compra del juego

®




PARTIDA

IDENTIFICACION DE PARTES

MESA DE POSTE ELECTRICA DC ¢« MODELO MT

DESCRIPCION

NO. DE NIGENIERO

NO. PARTE

1 1/4 - 20 UNC tuerca hexagonal 36102 MTDC-HXNT 1

2 Cojinete de rodillos 20-110-008 MTDC-BRLR 2 E
3 Localizador de la soldadura de la barra de viaje 21-516-004 MTDC-TBLW 1 S
4 5/16 - 18 UNC Tuerca de cierre 37021 MTDC-LN516 2
5 Tornillo del ascensor 1/4 x 20 x 1-3/4 Ig. 22805 (Fastenal) MTDC-EVBLT 1 A
6 HHCS 1/4-20 UNC x 2-1/2 |g. 11013 MTDC-11013 1 N
7 Interruptor de limite del brazo del rodillo 01-022-001 MTDC-RALS 2 Y
8 Cargador de bateria de recambio 21-034-001 MTDC-GBC 1 L
9 6 x 8 Caja de control 01-029-007 MTDC-CB68 1

10 1/4 - 20 UNC x 1 Ig. 11005 MTDC-11005 4

11 1/4 - 20 UNC Tuerca hexagonal 36102 MTDC-HXNT 4

12 ~ Manga del buje 3/4 x 3/4 Ig. 01-111-009 MTDC-BS34 2

13 Manga del buje 3/4 x 1/2 ig. 01-111-008 MTDC-BS12 1

14 1/4 - 20 UNC x 1 Ig. 11005 MTDC-11005 2

15 1/4 - 20 UNC Tuerca hexagonal 36102 MTDC-HXNT 2

16 Mampara de proteccion, cubierta de la cadena 21-024-020 MTDC-SSCC 1

17 Reductor, tapa 20-141-002 MTDC-HCR 1

18 Motor DC (1 hp) (PEL-400) 21-641-001 MTDC-DCMTR 1

19 -Soldadura del soporte, ajuste de tension 21-516-005 MTDC-TAWB 1

20 1/2 x 13 UNC Tuerca hexagonal 36109 MTDC-36109 4

21 Soporte de la base del motor 21-016-064 MTDC-MTRBS 1

22 Cadena RC-41 (MT-2436) 21-042-001 MTDC-CHAIN 1

23 Eje 21-026-005 MTDC-SFTGR 1

24 Bateria (con caja) 21-139-002 MTDC-BAT 2

25 Rueda rigida 5" x 2" 16-132-022 MTDC-5X2PRC 2

26 Rueda giratoria 5" x 2" 16-132-021 MTDC-5X2PSC 2

27 Freno del piso 16-132-080 MTDC-FL 1
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Instrucciones de Uso del Cargador de la Bateria

Carador de Bateria Estilo Banco
(Para models DC Equipados con nuestro cargador de bateria estilo banco)

AVISO!

Eltrabajar con o cerca de baterias de acido es peligroso.
Las baterias continene &cido sulfurico y producen gases
explosivos. Una explosion de la baterias podriaresultar en la
perdida de la vista 0 en quemaduras serias.

No fume o permita que una chispa o una llama este cerca
de las baterias. Carge las baterias en lugares limpios, secos
y bien ventilados. No ponga herramientas o algo metalico
encima de la bateia. Todas loas reparaciones de la bateria
deben de serhechas por personal calificado y con experiencia.

Cuando se trabaje con baterias, quitese todos los articulos
personales como anillos, pulseras, collares y relojes. La
bateria puedde producir tal voltage que las joyas se adhieran
al metal causando quemaduras severas.

Siempre tenga abundante agua fresca y jobon cerca en
caso de que el 4cido de la bateria torque la piel, ropa o los
0jos.

Sise operala bateria con poco voltage podria causar que
el motor fallase prematuramente.

INSTRUCCIONES DE USO

Aunque usted no haya comprada el cargador de bateria
opcional, su nuevo Mesa de Poste Eléctrica DC tiene un
enchufe que conecta directamente al cargador de banco.
Contacte a su distribuidor si desea comprar un cargador de
bateria.

QUE HACER Y QUE NO HACER
NO deje el cargador conectado durante un tiempo indefinido.

NO fume, encienda una llama o cause chispas cerca de la
bateria cuando se estéa cargado.

ASEGURESE de que las conexiones. de la bateria estan
limpias.

NO exponga a la liuvia o a condiciones adversas.
REEMPLACE cordones defectivos yalambresimediatamente

PONGA el cargador como minimo a 24" por encima del piso
cuando se este cargando.

NO sobrecarge la bateria (solo en la posicién manual).

Cargador de Bateria a Bordo
(Para modelos DC equipados con nuestro cargador de bateria a bordo)

AVISO!

Lo mismo que el cargador estilo banco.

El cargador de bateria a bordo esta equipado con un
alambre de tierra (verde pequefio). Durante la instalacién el
cargador debe de estar conectado al equipo. Asegurese de
que este alambre esta siempre conectado al chasis, bastidor,
u otra superficie metalica que se considere tierra.

INSTRUCCIONES DE OPERACION

1.) Enchufe el cargador en el receptaculo que tenga
aproximadamente 115V y 60 Hz. Si se neceista un cable
de extension, que sea corto y lo més grande posible. Un
cable pequefio podria disminuir la potencia del cargador
debido a que el voltaje es disminuido en la linea. Esto
incrementara el tiempo de carga.

2.) Cuando este correctamente conectado, la luz de carga
LED indicara que la corriente esta yendo hacia la bateria.

3.) Cuando solo la luz roja LED encendida, el cargador esta
acabado de cargar la bateria. Cuando solo la luz verde
LED esta encendida, la unidad esta en mantenimiento,
cargado.

4.) Recuerde desenchufar el cargador antes de moverel

equipo. Si no se hace esto podria causar dafios a los

alambres, receptaculos y otro equipo.

INFORMACION ADICIONAL

La bateria de a bordo es de corriente limitada y no
excedera el valor de la carga, aunque la carga este en la
bateria cuando la bateria se esta cargando.

PROBLEMAS

1) Asegurese de que las conexiones de la bateria
son correctas tanto las electricas como las mecanicas.

2) Compruebe la fuente de electridad.

3) Compruebe los fusibles. Reemplace solo con fusibles
de la misma clase a los suministrados.

4.) Compruebe la condicion de la bateria. Una bateria con
mucho solfato puede tardar un poco mas en pasar la

corriente.

roz»vovom

QUE HACER Y QUE NO HACER

NO deje el cargador conectado durante un tiempo
indefinido.

NO fume, encienda una llama o cause chispas cerca de la
bateria cuando se esta cargado.

ASEGURESE de que las conexiones de la bateria estan limpias.
NO exponga a la lluvia o a condiciones adversas.
REEMPLACE cordones defectivos y alambres imediatamente.
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HOJAS DE SEGURIDAD DEL MATERIAL

DR. LUBRICANTS, INC.

24 HORAS DE ASISTENCIA DE EMERGENCIA ASISTENCIA GENERAL MSDS
(219) 485-0118 (219) 484-0301
CODIGO: 0
NIVEL DE PELIGRO> MENOR-0 MEDIO-1 MODERADOQO-2 ALTO-3 EXTREMO-4
DR. LUBRICANTS, INC. FECHA: 03/1 5/96
4611 NEWAYGO ROAD, SUITE D ’
FORT WAYNE, IN 46808 NUMERO DE TELEFONO (219) 484-0301

SECCION | - IDENTIFICACION DE PRODUCCION

propucTo: HO 150 _

SECCION Il - INFORMACION DE COMPOSICION Y DE PELIGRO

‘ LIMITES OCUPACIONALES

PORCIENTO DEL DE EXPOSICION (NIVEL TLV-
NOMBRE DEL QUIMICO NUMERO DE CAS PESO ES MENOR DE TWA) 9TLV-STEL)
PETROLEO
HYDROCARBORO 64742-54-7 98.0 5MG/M3 10 MG/M3
EN EL AIRE EN EL AIRE

LOS ARTICULOS DESCRITOS NO ESTAN LISTADOS EN OSHA - TSCA LISTADO DE QUIMICOS PELIGROSOS

SECCION Il - DATOS FISICA ‘

NIVEL DE HERBOR .............ccuceuue. NA : VAPOR ...t NA
OLOR ...ttt e, OLOR A PETROLEO NIVEL DE EVAPORACION ............NA
APARIENCIA .......ccconviiiiee LIQUIDO AMARILLO SOLUBILIDAD .......covvrerieinienacnnnne INSOLUBLE
VOLATIBLE POR PESO ................ <0.1% DENSIDAD DEL PRODUCTO ....... 0.865-0.895

VOLATIBLE POR VOLUMEN.......... <0.1% .

SECCION IV - DATOS PELIGROSOS DE FUEGO Y EXPLOSION

CALSIFICACION DE FLAMABILIDAD NA PUNTO DE FLASH >360F LEL: NA
’ (CLEVELAND OPEN CUP) UEL: ~ NA
. . PUNTO-NO REGULADO
'MEDIO DE EXTINCION - DIOXIDO DE CARBONO, QUIMICOS SECOS, ESPUMA

FUEGOS NO USUALES Y EXPLOSIONES PELIGROSAS: NO ECHE AGUA DIRECTAMENTE AL PRODUCTO QUE SE ESTA
QUEMANDO. ESTO PODRIA CAUSAR QUE EL FUEGO INCREMENTE O QUE SE ESPARZA.LA COMBUSTION PUEDE PRODUCIR
OXIDO DE CARBONO, E HYDROCARBONOS NO QUEMADOS COMPLETAMENTE QUE SE CONVIERTAN EN HUMO.

PROCEDIMIENTOS ESPECIALES DE EXTINCION: PONGASE UN APARATO DE RESPIRACION CONTENIDA CON UNA PIEZA DE
- CARA COMPLETA, QUE SE OPERE EN EL MODO DE PRESION POSITIVA CUANDO SE COMBATA EL FUEGO.

SECCIONYV - DATOS PELIGROSOS DE SALUD

EFECTOS DE SOBRE EXPOSICION: PODRIA CAUSAR UN POCO DE IRRITACIONY ROJEZ DE LOS 0OJOS, EXPOSICION REPETIDA
O PROLONGADA EN LA PIEL PODRIA RESULTAR EN LA PERDIDA DE LOS ACEITES NATURALES Y CAUSAR SEQUEDAD,
DANOS O DERMATITIS, INGESTION PODRIA RESULTAR EN NAUSEA, DIARREA Y IRRITACION GASTROINTENSTINAL, SOBRE
EXPOSICION AL VAPOR PODRIA RESULTAR EN IRRITACION DEL SISTEMA RESPIRATORIO Y DIFICULTAD EN RESPIRAR.

CONDICIONES MEDICAS QUE SE AGRAVAN POR EXPOSICION NINGUNA CONOCIDA.
RUTA PRIMARIA DE ENTRADA: DERMAL, INGESTION, INHALACION

PROCEDIMIENTOS DE EMERGENCIA Y PRIMEROS AUXILIOS: EN CASO DE CONTACTO CON LOS 0JOS, LIMPIE LOS 0JOS
CON AGUA LIMPIA IMEDIATAMENTE COMO MINIMO 15 MINUTOS, S| LA IRRITACION EN EL OJO PERSISTE, CONTACTE AL
MEDICO. EN CASO DE CONTACTO PROLONGADO CON LA PIEL, QUITESE LA ROPA CONTAMINADA Y ACLARE LA PIEL CON
AGUA COMO MINIMO 15 MINUTOS. SI LA IRRITACION EN LA PIEL PERSISTE, CONTACTE AL MEDICO. EN CASO DE SOBRE
EXPOSICION AL VAPOR, LLEVE A LA VICTIMA A TOMAR AIRE FRESCO. NO PRODUZCA EL VOMITO: TOME DOS VASOS DE
AGUA'Y CONTACTE AL MEDICO.

®




SECCION VI - DATOS REACTIVOS

ESTABILIDAD: ESTE PRODUCTO ES ESTABLE DURANTE CONDICIONES NORMALES DE ALMACENAMIENTO. POLIMERIZACION
PELIGROSA: NO OCURRIRA DURANTE CONDICIONES NORMALES. PRODUCTOS DE DESCOMPOSICION PELIGROSA
DESCOMPOSICION TERMAL PODRIA OCURRIR EN LA FORMACION DE: OXIDOS DE 'CARBONO, E HYDROCARBONOS
INCOMPLETAMENTE QUEMADOS EN LA FORMA DE HUMOS. :

CONDICIONES A EVITAR EVITE EL CONTACTO CON OXIDOS FUERTE_SY AGENTES REDUCTORES ASI COMO ALKILI FUERTE.
INCOMPATIBILIDAD EVITE EL CONTACTO CON CXIDOS FUERTES Y AGENTES REDUCTORES ASI COMO ALKILI FUERTE.

SECCION VIl - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED FOR SMALL SPILLS: SOAK UP SPILL WITH ABSORBENT
MATERIAL. FOR LARGE SPILLS: DIKE SPILL AND PUMP INTO DRUMS FOR PROPER DISPOSAL. :

WASTE DISPOSAL METHOD: DISPOSE OF IN A ACCORDANCE WITH ALL LOCAL STATE AND FEDERAL REGULATIONS.
SECCION VIl - MANEJO SEGURO E INFORMACION DE USO

PROTECCION DE RESPIRACION: NORMALMENTE NO SE REQUIREN, PERO, CUANDO EL TLV ES EXCESIVO, PONGASE LA
MASCARA DE RESPIRACION APROVADA POR MSHA/NIOSH

VENTILACION: VENTILACION ADECUADA (TAL COMO MECANICA O LOCAL) PARA ASEGURAR DE QUE EL NIVEL DE TLV NO
SEA EXCESIVO.

GUANTES DE PROTECCION: NORMALMENTE NO SE NECESITAN, PERO, SI LAS MANOS ESTAN EN LIQUIDO
CONSTANTEMENTE PONGASE GUANTES DE ACEITE Y QUIMICOS. :

PROTECCION DE LOS OJOS: GAFAS DE SEGURIDAD SE REQUIEREN PARA EL USO NORMAL, PONGASE GAFAS DE QUIMICOS
CUANDO HAYA SALPICADURAS EXCESIVAS.

OTRO EQUIPO PROTECTOR: NORMALMENTE NO SE REQUIERE, PERO CUANDO EL CONTACTO SEA REPETITIVO PONGASE
BOTAS Y ROPA ADECUADA.

PRACTICAS HIGIENICAS: SIGA LOS PROCEDIMIENTOS STANDARS DE HIGIENE INDUSTRIAL. LAVE LA ROPA CONTAMINADA
ANTES DE VOLVER A USAR.

: SECCION IX - PRECAUCIONES ESPECIALES

PRECAUCIONES A TOMAR CUANDO SE MANEJE O ALMACENE: NO ALMACENE EN SITIOS DE MUCHO CALOR, LLAMAS,
HUMOS O OTRAS FORMAS DE IGNICION.

ALMACENE LEJOS DE AGENTES FUETES DE OXIDO. VACIE LOS TAMBORES QUE PUEDAN CONTENER RESIDUOS DEL
PRODUCTO. TODAS LAS PRECAUCIONES DE SEGURIDAD TOMADAS CUANDO SE MANEJE ESTE PRODUCTO DEBEN
TOMARSE CUANDO SE VACIEN LOS TAMBORES Y CONTENDORES

OTRAS PRECACIONES: NINGUNA

SECCION X - NIVELES DE HMIS/NFPA

HMIS: SALUD: 0 FLAMABILIDAD: 1 REACTIVIDAD: 0 PROTECCION PERSONAL: B
NFPA: SALUD: 0 FLAMABILIDAD: 1 - REACTIVIDAD: 0 A PELIGROS ESPECIFICOS: B

SECCION XI - OTRA INFORMACION REGULATORIA

DOT HAZARDOUS NATURAL DESCRIPTION: NONE )

LA INFORMACION CONTENIDA AQUI ES |LA MEJOR DE NUESTRO SABER, CORRECTA, PERO, YA QUE LAS CONDICIONES
DE MANEJOY USO ESTAN FUERA DE NUESTRO ALCANCE, NO DAMOS NINGUNA GARANTIA DE LOS RESULTADOS, Y NO
ASUMIMOS RESPONSABILIDAD POR DANOS INCURRIDOS POR EL USO DE ESTE MATERIAL. ES LA RESPONSABILIDAD
DEL USUARIO DE COMPLACER TODAS LAS LEYES Y REGULACIONES FEDERALES, LOCALES Y ESTATALES.

PROPIEDADES TIPICAS
METODO DE TEST

APl GRAVEDAD @ 60F D-287
VISCOSITY SUS @ 100F: SEC D-2161
VISCOSITY ¢St @ 100F: SEC D-445
INDICE DE VISOSIDAD D-2270
COLOR D-1500
GRADO ' GRA

150 200 300 500
API! GRAVITY @ 60F 30-33 28-31.5 API GRAVEDAD @ 60F 29-31 28-30
VISCOSITY SUS @ 100F: SEC 149-182 214-262 VISCOSITY SUS @ 100F: SEC 317-389 468-575
VISCOSITY ¢St @ 100F: SEC 28.8-35.2 41.4-50.6 VISCOSITY ¢St @ 100F: SEC 61.2-74.8 90-110
VISCOSITY INDEX (MIN) 95 MIN 95 MIN INDICE DE VISCOSIDAD (MIN) 95 MIN 95 MIN
COLOR (MAX) 2 3 COLOR (MAX) 3 3
PUNTO DE FLASH F (MIN) 380+ 410 PUNTO DE FLASH F (MIN) 420+ 440+
PUNTO DE VOLCAR C (MAX) (F) -20 (0) -20 (0) PUNTO DE VOLCAR C (MAX) (F) -20 (0) -10 (15)




DEPARTAMENTO DE TRABAJO DE E.E.U.U.
Administracién de Salud y Seguridad del empleo

HOJA DE DATOS DE SEGURIDAD DEL MATERIAL

Regulaciones de salud y seguridad requeridas por el departamento de trabajo de
E.E.U.U. (USDL) (29 CFR 1915, 1916, 1917)

SECCION |
COMPANIA NUMERO DE TELEFONO DE EMERGENCIA
CROWN BATTERY MANUFACTURING COMPANY (800) 645-8265 OR (800) OIL-TANK
DIRECCION ' NUMERO DE TELEFONO (PARA INFORMACION)
1445 MAJESTIC DRIVE, P.O. BOX 990, FREMONT, OHIO 43420 (419) 334-7181
NOMBRE QUIMICO Y SINONIMOS NOMBRE COMERCIAL Y SINONIMOS
BATERIAS MOJADO, LLENAS DE ACIDO N/A

SECCION Il - IDENTIFICACION E INFORMACION DEL MATERIAL

COMPONENTES - Nombre quimico y nombres comunes OSHA OSHA OTROS LIMITES
(componentes peligrosos 1% 6 mayor cancerigenos 0.1% o mayor) % PEL PEL RECOMENDADOS
Plomo/6xido de Plomo/sulfato de plomo 60% 0.05 mg/m* | 0.05 mg/im® N/A
ANTIMONIO CAS# 7440-36-0 1-5% | 0.05mg/m® | 0.05mg/m* N/A
ARSENICO CAS# 7440-38-2 <1% 0.50 mg/m® | 0.50 mg/me N/A
ACIDO SULFURICO CAS# 7664-93-9°* 3-12% | 1.00 mg/m? 1.00 mg/m® N/A
OTROS

MEZCLAS PELIGROSAS DE OTROS LiQUIDOS, SOLIDOS O GASES

**Nota: ELECTROLITO (agua mds 25-40 4cido sulfirico por peso) CONSTITUYE 3-12 DEL PESO
TOTAL DE LA BATERIA.

SECCION Ill - CARACTERISTICAS FiSICAS/QUIMICAS

PUNTO DE BULLICION (°F) 203° GRAVEDAD ESPECIFICA (H,0 =1) 1.245-1.295 ELECTROLITO DE BATERTA
- PRESION DE VAPOR (mm Hg) 14@37% @80°F |PUNTO DE FUNDICION -35°FA +10.6°F

DENSIDAD DE VAPOR (AIRE = 1) >1 , PUNTO DE-EVAPORACION. - " . | SI, PRODUCE CALOR

SOLUBILIDAD EN AGUA 100%

APARIENCIA Y OLOR -LIQUIDO CLARO CON UN OLOR PUNZANTE

SECCION IV - DATOS DE INCENDIO Y EXPLOSIONES PELIGROSAS

PUNTO DE LLAMA Y M6TODO USADO (No es combustible) | LIMITES DE FLAMABILIDAD EL AIRE FOR | TEMPERATURA DE AUTO Lel/Uel
NO ES COMBUSTIBLE VOLUMEN  N/A INGNICION  N/A NO ES COMBUSTIBLE
MEDIO DE EXTINCION

Para fuegos en el area: un producto quimico seco, diéxido de carbono, espuma, agua.

PROCEDIMIENTOD ESPECIALES
Humos de 4cido sulfirico, gas de diéxido sulfirico o monéxido de carbono pueden ser echados cuando el 4cido se

descompone. Use aparatos de respiracién contenida niosh.

i - S -

PELIGROS NO USUALES DE FUEGD y EXPLOSION )
Agua con icido sulfiirico genera calor y causa que el dcido se esparza. Use ropas resistentes al 4cido sulfirico. El amdo S

sulfiirico reacciona violentamente con mctales nitratos, cloros, carbonos, fulmiantes, picratos, y otros, materiales orgamcos

®-




SECCION V - DATOS DE PELIGRO PARA LA SALUD

RUTAS PRIMARIAS DE ENTRADA J
INHALACION: SI  PIEL: SI INGESTION: SI

PELIGROS PARA LA SALUD
AGUDOS: OJOS, PIEL, SISTEMA RESPIRATORIO Y SISTEMA DIGESTIVO

CRONICOS: 0JOS, PIEL, SISTEMA RESPIRATORIO Y SISTEMA DIGESTIVO

SIGNOS Y SINTOMAS DE EXPOSICION
IRRITACION DEL AREA EXPUESTA, QUEMADURAS, Y PROBLEMAS RESPIRATORIOS. NO HAY POSIBILIDAD DE

SOBRE EXPOSICION DE PLOMO A NO SER QUE LA BATERIA SEA DESTRUIDA

CONDICIONES MEDICAS GENERALMENTE AGRAVADAS POR LA EXPOSICION

EXPOSICION A LA NEBLINA PUEDE CAUSAR DANO AL PULMON Y AGRAVAR CONDICIONES PULMONARES

PROCEDIMIENTO DE EMERGENCIA Y PRIMEROS-AUXILIOS
BUSQUE ASISTENCIA MEDICA PARA MAS MANTENIMIENT O, OBSERVACION Y AYUDA NECESARIAS

CONTACTO CON LOS OJOS - LAVE CON MUCHA AGUA FRIA DURANTE AL MENOS 15 MN
CONTACTO CON LA PIEL - LAVE CON MUCHA AGUA FRIA DURANTE AL MENOS 15 MN
INHALACION - SALGA A TOMAR AIRE FRESCO, SI SE RESPIRA CON DIFICULTAD, DE OXIGENO
INGESTION - BEBA LECHE, NO VOMITE, LLAME AL MEDICO

SECCION VI - DATOS PELIGROSOS REACTIVOS
ESTABILIDAD CONDICIONES A EVITAR
ESTABLE X N/A

INESTABLE

INCOMPATIBILIDAD (Materiales a evitar) .

COMBUSTIBLES,MATERIALES ORGANICOS Y AGENTES REDUCTORES FUERTES

PRODUCTOS DE DESCOMPOSICION PELIGROSOS

TRIOXIDO DE SULFURO, MONOXIDO DE CARBONO, HUMOS DE ACIDO SULFURICO, DIOXIDO DE SULFURO

POLIMERIZACION PUEDE OCURRIA CONDICIONES A EVITAR
X | N/A

NO PUEDE OCURRIR

SECCION VIl - PROCEDIMIENTOS DE FUGAS O GOTEOS

PASOS A SEGUIR SI EL MATERIAL SE DESRAMA O GOTEA
CONTENGA EL DESRRAME CON MATERIALES NO COMBUSIBLES, ARENA SECA Y TIERRA NEUTRALIZE CON
LIMA, CENIZAS, BICARBONATO ETC.

| METODO DE DISPOSICION
CONSULTE CON SU AGENCIA ESTATAL DEL MEDIO AMBIENTE, LAS REGULACIONES INDIVIDUALES DE ®

CADA ESTADO VARIAN

PRECAUCIONES A TOMAR EN EL MANEJO Y ALMACENAJE

ATl A
OTnAs PRECAUCIONES VIO PELIGROS ESPEGIALES
EL. CONTACTO CON METALES PUEDE PRODUCIR HUMOS TOXICOS DE DIOXIDO DE SULFURO, Y PUEDE
PROVOCAR GAS DE HIDROGENO INFLAMABLE, ESTA REACCION SE INTENSIFICA CUANDO ESTA DISUELTO

NIVEL DE NFPA: SALUD: 3 FLAMABILIDAD: 0 REACTIVIDAD: 2 ESPECIAL: 0

‘NIVEL DE HMIS: SALUD: 3 FLAMABILIDAD: 00 REACTIVIDAD: 2 PROTECCION PERSONAL: X

SECCION Vill - MEDIDAS DE CONTROL Y PROTECCION

PROTECCION RESPIRATORIA (ESPECIFIQUE EL TIPO)
SOBRE PE.L: APROVADO POR NIOSH, AJUSTADO, RESPIRADOR DE CARA ENTERO

VENTILACION SALIDA LOCAL ESPECIAL
PREFERENTEMENTE AREA VENTILADA |DEBE DE SER RESISTENTE AL ACIDO Y EXPLOSIVOS
MECANICO (GENERAL) OTRO
SI A NIVEL BAJO PE.L. DEBE DE SER RESISTENTE AL ACIDO Y EXPLOSIVOS

GUANTES PROTECTURES PROTECCIGN DE LOS 0JOS

RESISTENTES AL ACIDO PROTECCION DE LA CARA ENTERA

OTRO EQUIPO DE PROTECCION "
ROPAS Y BOTAS RESISTENTES AL ACIDO

®



Material Handling Problem Solvers

Scissor Lift Table

Pallet Server “lli G
& b v 5
2L

5

High Rise Lift

Time is money.
Increased productivity

O
>< equals greater profitability, m 7
e
N,

cost minimization and worker
e compatibility®Ergonomic
products will assist you
with your production and
safety goals.

Mobile Lift & Tilt Drum Carrier/Rotator

Work Stand

Ground Lift Tilter

Copyright 2000 T&S Equipment Company




	page1
	page2
	page3
	page4
	page5
	page6
	page7
	page8
	page9
	page10
	page11
	page12
	page13
	page14
	page15
	page16
	page17
	page18
	page19
	page20

